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Technical Data

Product Description A tan rubber sandblast stencil with a double liner design featuring a film laminate and easy release film
liner.  This double liner feature helps prevent design distortion when transferring stencil to stone.  Stencil
519 is a die-cuttable stencil for use with most stencil press equipment and 3M™ Scotchkut™ letters and
designs.  Product 519S is a slot feed format and 519T is a tractor feed format designed to be used with
most computer plotters.

Product Construction Product Backing Adhesive Color Liner Standard Roll Length

519 Rubber Rubber Tan Double liner
construction*

10 ½”, 12 ½”. 15”, 18 ¾”, 21”, 25”,
30” x 10 yds. (9.1m)**

519S Rubber Rubber Tan Double liner
construction*

15”, 30” x 10 yds. (9.1m)
30” x 20 yds. (19.2m)**

519T Rubber Rubber Tan Double liner
construction*

15”, 18 ¾”, 25”, 30 x 10 yds. (9.1m)
25”, 30” x 20 yds. (19.2m)**

*1.5 mil (0.04mm) clear film laminate; 2.0 mil (0.5mm) translucent white easy-release film liner
**NOTE:  Contact your local 3M Sales Representative for non-standard size information

Typical Physical
Properties

Note:  The following technical information and data should be considered representative or typical only,
and should not be used for specification purposes.

ASTM Test Method

Stencil Thickness: 48 mils (1.2mm) D-3652

Adhesion to Granite: 30 oz./in. (33 N/100mm) D-3330 (Granite)

General Information •  It is recommended that this stencil should not be applied to cold stone because of possible
condensation forming on the surface when placed in warm areas.  It should be applied to a warm,
clean and dry surface.

•  Remove stencil scrap areas, leave the film laminate in place, than apply to stone or wood surface and
use normal blasting procedures.  When applying to stone or wood surfaces, rub stencil down firmly
to achieve maximum adhesion.

•  A light coat of Sandblast Filler #2 can be used on polished surfaces if increased adhesion is desired.

•  Sandblast Filler #3 is only used on axed or frosted surfaces to help hold 3M™ Sandblast Stencils.

Shelf Life To obtain best performance, use this product within 12 months from date of manufacture and store under
normal conditions of 60º to 80ºF (16º to 27ºC) and 40 to 60% R.H. in the original carton.

Application Ideas •  Can be used to help protect wood, granite, marble and other stone surfaces during sandblasting
operations.

•  519 Series is designed for use on most stencil press equipment and with 3M™ Scotchkut™ letters
and designs

•  Products 519S and 519T are designed to be used with most computer plotters.
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Features Features Advantages Benefits

Tan rubber backing Takes distinct carbon transfer Easy to see layout

Cut lines show up clearly Reduces eye strain

Easy to cut Helps reduce wear on knives
and 3M™ Scotchkut™ letters
and designs

Excellent blast resistance Provides clean, sharp letters
and designs

Film laminate Supports centers of letters, numbers and
designs

Helps increase production
output

Stretch and distortion are minimized Reduces alignment defects

One piece removal Helps increase production
output

Rubber adhesive Excellent adhesion to polished stone,
wood and fillers

No lifting during blasting

Easy-release translucent
white liner

Less effort to remove after cutting Helps increase production
output

Reduces stretch during liner removal Reduces letter and design
distortion

Technical Information and Data The technical information and data, recommendations, and other statements provided in this document are based
on tests or experience which 3M believes to be reliable, but the accuracy or completeness of such information is
not guaranteed.

Product Use Please remember that many factors can affect the use and performance of a 3M product in a particular application.
The materials to be used with the 3M product, the surface preparation of those materials, the product selected for
use, the conditions in which the product is used, and the time and environmental conditions in which the product
is expected to perform are among the many factors that can affect the use and performance of a 3M product. Given
the variety of factors that can affect the use and performance of a 3M product, some of which are uniquely within
the user’s knowledge and control, it is essential that the user evaluate the 3M product to determine whether it is fit
for a particular purpose and suitable for the user’s method of application.

Limited Warranty and
Limited Remedy

The 3M product will be free from defects in material and manufacture for a period of one (1) year from the date of
manufacture. 3M MAKES NO OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT
LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR
PURPOSE OR ANY IMPLIED WARRANTY ARISING OUT OF A COURSE OF DEALING, CUSTOM, OR
USAGE OF TRADE. User is responsible for determining whether the 3M product is fit for a particular purpose
and suitable for user’s method of application. If the 3M product is defective within the warranty period stated
above, YOUR EXCLUSIVE REMEDY AND 3M’S SOLE OBLIGATION SHALL BE, AT 3M’S OPTION, TO
REPLACE OR REPAIR THE 3M PRODUCT OR REFUND THE PURCHASE PRICE OF THE 3M PRODUCT.

Limitation of Liability Except where prohibited by law, 3M will not be liable for any loss or damage arising from the 3M product,
whether direct, indirect, special, incidental, or consequential, regardless of the legal theory asserted, including, but
not limited to, contract, warranty, negligence, or strict liability.

This Industrial Tape and Specialties Division product was manufactured under a 3M quality system registered to
ISO 9002 standards.

Industrial Tape and Specialties Division

3M Center, Building 220-7W-03
St. Paul, MN 55144-1000
1 800 362 3550
1 800 223 7427 Fax on Demand
www.3M.com/industrialtape
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